_______________________________________________________________________________

Using the highest priority control measures that you identified on the previous page, list three actions that you will undertake
when you return to work that will be a first step towards putting those measures in place (for example, discuss with manager,
seek a quote, contact environmental consultant).
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By date:
Date: Name:
2.
Description of facility / area within the facility to which this plan applies:
By date:
3.
By date:

Sketch of facility or area within the facility showing:

= liquid storages (above ground, below ground, bulk and package storage)

Example of a risk ranking system: .
m  pipes, hoses, valves

It is suggested that you use the risk ranking system with which you are most familiar. If you do not have such a system, then you

can use the example below. Remember that this risk assessment process is a tool towards prioritising better site management, risk m  liquid delivery / despatch areas

assessments are not a requirement under environmental legislation and do not confer legal protection. m  stormwater drainage inlets and indicate direction of surface flow/grade

m  sewerinlets

_ m  existing pollution prevention measures (containment measures, spill kit locations, shut off valves, alarms, fencing etc.)

Hazard Very likely Possible Unlikely B existing treatment equipment,

Substance will leave the High Risk High Risk Medium Risk

site, not possibleto contain
it (eg via stormwater drain, ’

through the soil)

Substance may be High Risk Medium Risk Low Risk
contained if noticed in time

Substance can be prevented Medium Risk Low Risk Low Risk
from leaving the site
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Example: Cooking oil
storage area near Loading
dock adjacent to
stormwater drain

ForkLift impact could
rupture or topple drums

Posstble -
Forklifts turn close to the
storage area

Minimal chance of
containing spill as
stormwater drain adjacent

High risk

Relocate cooking otl storage drums to indoor area,
away from traffic zones and within secondary
containment structure.

Site Manager




